
Part Number: 10-0701

Description: Q-SMD2016-M4-38.400000 MHz-FU-8.5-10/10-2075

Manufacturer: UTECH TECHNOLOGY CO.,LTD

Series: SMD2016-M4

Type: QRS1

Dimension (mm): 2.0 × 1.6 × 0.50

Frequency: 38.400000 MHz

Mode: AT-Cut

Load Capacity CL: 8.5 pF

Frequency Tolerance at +25°C: ±10 ppm

Frequency Tolerance over Temperature: ±10 ppm @ -20°C to +75°C 

Operating Temperature: -40°C to +85°C

Storage Temperature: -55°C to +125°C

Equivalent Series Resistance (ESR): 60 Ohm max.

Motional / Dynamic Capacitance C1: -

Shunt / Static Capacitance C0: -

Drive Level: 100 µW max.

Aging: First year ±1 ppm max.

Package Unit: 3000pcs/reel

Reflow Soldering Temperature: +260°C max.

CMRT Conflict mineral free

RoHS compliant / Pb free regarding Directive (EU) 2015/863 (= RoHS 3) Appendix II
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SMD Crystal AT-Cut SMD2016

Dimension: 

SPHINX pN: 

q
ua

rz
w

er
k 

01
 G

m
b

H
 | 

04
.0

6.
20

21

mailto:info@quarzwerk.net
http://www.quarzwerk.net/


                E. info@quarzwerk.net
                H. www.quarzwerk.net

              quarzwerk 01 GmbH
              Gerberstraße 8
              D-68535 Edingen

             P. +49 6203 679989-0
             F. +49 6203 679989-9

SPHINX pN: 

mailto:info@quarzwerk.net
http://www.quarzwerk.net/

