
Part Number: 10-1301

Description: Q-SMD3215-C2-32.768 kHz-6-20-40105-LESR

Manufacturer: quarzwerk

Series: SMD3215-C2

Type: QTS3

Dimension (mm): 3.2 x 1.5 x 0.90

Frequency: 32.768 kHz

Mode: XY-Cut

Load Capacity CL: 6 pF

Frequency Tolerance at +25°C: ±20 ppm

Frequency Tolerance over Temperature:
f (ppm) = TC · (25 °C - T)²
TC: -0,03 ppm/°C² typ.; -0,04 ppm/°C² max.

Operating Temperature: -40°C to +105°C

Storage Temperature: -55°C to +125°C

Equivalent Series Resistance (ESR): 50 kΩ max.

Motional Capacitance C1: 3.4 fF typ.

Shunt Capacitance C0: 1.1 pF typ.

Aging: First year ±3 ppm max.

Package Unit: 3000pcs/reel

Document History:

Date Changes

02.11.2017 Released

02.07.2019 Operating Temperature from -40/+85°c to new -40/+105°C

                E. info@quarzwerk.net
                H. www.quarzwerk.net

              quarzwerk 01 GmbH
              Gerberstraße 8
              D-68535 Edingen

             P. +49 6203 679989-0
             F. +49 6203 679986-9

SMD Crystal XY-Cut SMD3215

Dimension: 

WAGO pN: 1800-0289_0000-0675
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